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MODEL .5T - 1T THD

SHIPPING WEIGHT

0.5T 0.75T 1T

Lbs. 19 22 25

Kg. 9 10 11

OPTIONS: (See Reverse Side for Model Con•guration Matrix)
• Stainless Steel     • Non-Std. Press. Requirments     • Flanged or Grooved Ends Available (Consult Factory)

General Specs:
1. Pressure @ Deg.F: 150PSI @ 250 Deg.F
2. Inlet/Outlet Connection: Threaded
3. Exterior Finish: Blue Fusecoat Polyester
4. Std. Material: Carbon Steel
5. Warranty: 5 Years
6. Max. Particle Size: 1/2” (12.7 mm)

SIZE
FLOW RANGE

GPM (m³/hr)
INLET/

OUTLET

DIMENSIONS Inches/(mm)
PURGE 

CLEANOUT 
PORTA B C D

0.5T
4.5-12
(1-3)

1/2” MNPT
24-1/4
(616)

19-5/16
(491)

3/4
(19)

2-3/4
(70)

1” FNPT 1-1/2” FNPT.75T
8.5-19
(2-4)

3/4” MNPT
24-3/4
(629)

20
(508)

1-1/4
(32)

3
(76)

1T
14-29
(3-7)

1” MNPT
27

(686)
21

(533)
1-9/16
(40)

3-3/4
(95)

C
D

B

A

Outlet

Inlet

Purge

Cleanout Port
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MODEL .5T - 1T THD

- -T DHT -

CS
(Carbon Steel)

(Std.)

SS
(Stainless Steel)

(Optional )

Body Type Line Size Body Style Material

Leave Blank,
Fractions Only

Pressure

-

1/2" = 0.5T
3/4" = .75T

1" = 1T

THD
(Welded Dome, Threaded )

BLANK

304
(Carbon Steel)

(304 Stainless Steel)
(Optional)

BLANK

300

(150 PSI)
(Std.)

(300 PSI)
(Optional )

316
(316 Stainless Steel)

(Optional)

To determine pressure loss requirements - enter the chart below left at the “!ow rate” desired, move vertically to the separator “size line”, 
move to the left to the “pressure loss” line. To determine ef#ciencies - enter the chart below left at the “!ow rate” desired, move vertically 
to the separator “size line”, move horizontally to the chart below right and intersect the Speci#c Gravity/ef#ciency line.
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MODEL 1.2T-3T THD

SHIPPING WEIGHT

1.2T 1.5T 2T 2.5T 3T

Lbs. 41 41 94 94 110

Kg. 19 19 43 43 50

General Specs:
1. Pressure @ Deg.F: 150PSI @ 250 Deg.F
2. Inlet/Outlet Connection: Threaded
3. Exterior Finish: Blue Fusecoat Polyester
4. Std. Material: Carbon Steel
5. Warranty: 5 Years
6. Max. Particle Size: 1/2” (12.7 mm)

SIZE
FLOW RANGE

GPM (m³/hr)
INLET/

OUTLET

DIMENSIONS Inches/(mm)
PURGE 

AUX. 
PURGE

CLEANOUT 
PORT

GAUGE 
PORT

UTILITY 
PORT

AIR VENT 
PORTA B C D

1.2T
24-54
(5-12)

1-1/4” 
MNPT

22-1/4
(565)

15-11/16
(398)

1-7/16
(37)

3-3/4
(95)

1” FNPT

N/A

1-1/2” FNPT

N/A N/A

N/A

1.5T
31-71
(7-16)

1-1/2” 
MNPT

25-3/8
(645)

18-3/8
(467)

1-13/16
(46)

4-1/8
(105)

2” FNPT2T
56-120
(13-27)

2” MNPT
28-7/8
(733)

21-3/16
(538)

2-1/8
(54)

4-3/4
(121)

1/4” FNPT2.5T
76-170
(17-39)

2-1/2” 
MNPT

29-7/8
(759)

21-1/2
(546)

1-7/8
(47)

5-1/4
(133)

3T
115-270
(26-61)

3” MNPT
37-7/16
(951)

26-11/16
(678)

2-9/16
(65)

6-1/2
(165)

3/4” 
FNPT

3x4
(76x102)

1/4” 
FNPT

3/4” 
FNPT

C

D

B

A

Outlet

Inlet

Air Vent
Port

Purge

Gauge
Port

Aux. Purge

Cleanout Port

OPTIONS: (See Reverse Side for Model Con•guration Matrix)
• Stainless Steel      • Non-Std. Press. Requirments     • Flanged or Grooved Ends Available (Consult Factory)

Utility Port
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MODEL 1.2T-3T THD

- -T DHT -

CS
(Carbon Steel )

(Std.)

SS
(Stainless Steel )

(Optional )

Body Type Line Size Body Style Material

Leave Blank,
Fractions Only

Pressure

-

1-1/4" = 1.2T
1-1/2" = 1.5T

2" = 2T
2-1/2" = 2.5T

3" = 3T
THD

(Welded Dome, Threaded )

BLANK

304
(Carbon Steel )

(304 Stainless Steel )
(Optional )

BLANK

300

(150 PSI)
(Std.)

(300 PSI)
(Optional )

316
(316 Stainless Steel )

(Optional )

To determine pressure loss requirements - enter the chart below left at the “!ow rate” desired, move vertically to the separator “size line”, 
move to the left to the “pressure loss” line. To determine ef#ciencies - enter the chart below left at the “!ow rate” desired, move vertically 
to the separator “size line”, move horizontally to the chart below right and intersect the Speci#c Gravity/ef#ciency line.
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D

MODEL 3T-20T FLG
General Specs:
1. Pressure @ Deg.F: 150PSI @ 250 Deg.F
2. Inlet/Outlet Connection: Flanged
3. Exterior Finish: Blue Fusecoat Polyester
4. Std. Material: Carbon Steel
5. Max. Particle Size: 1/2” (12.7 mm)

SHIPPING WEIGHT

3T 4T 5T 6T

Lbs. 122 280 300 375

Kg. 55 127 136 170

8T 10T 12T 14T

Lbs. 560 850 1200 1385

Kg. 254 386 544 628

16T 18T 20T

Lbs. 1720 2350 3100

Kg. 780 1066 1406
OPTIONS: (See Reverse Side for Model Con•guration Matrix)
• Stainless Steel   • Non-Std. Press. Requirments   • Low Pro#le

C

B

A

Outlet

Utility Port

Inlet

Cleanout
Door

Aux.
Purge

Purge E

Gauge 
Port

Air Vent
 Port

SIZE
FLOW 

RANGE
GPM (m³/hr)

INLET/
OUTLET

DIMENSIONS Inches/(mm)

PURGE
AUX.

PURGE

CLEANOUT 
DOOR

Inches (mm)

UTILITY  
PORT

GAUGE
PORT

AIR
VENT 
PORTA B C D E

3T
115-270
(26-61)

3” CLASS 
150

35-3/8
(899)

26-1/4
(667)

2-1/4
(57)

10-1/2
(267)

N/A 1” FNPT

3/4” 
FNPT

3x4
(76x102)

3/4” 
FNPT

1/4” 
FNPT

1/4” 
FNPT

4T
190-450
(43-102)

4” CLASS 
150

52-1/8
(1324)

42-3/4
(1086)

2-7/8
(73)

11
(279)

10
(254)

1-1/2” 
FNPT 4x6

(102x152)

5T
310-710
(70-161)

5” CLASS 
150

59-1/2 
(1511)

49
(1245)

3-5/16
(84)

12
(305)

6T
440-1200
(100-272)

6” CLASS 
150

65-1/2
(1664)

54-3/4
(1391)

3-7/16
(87)

13
(330)

8T
790-1800
(179-408)

8” CLASS 
150

79-1/2
(2019)

67-1/8
(1705)

4-7/16
(113)

15
(381)

2” FNPT
1/2” 

FNPT
10T

1250-2800
(284-636)

10” CLASS 
150

93-1/2
(2375)

80-1/8
(2035)

5-3/8
(137)

17
(432) 1” 

FNPT
6x8

(152x203)
12T

1750-3900
(397-885)

12” CLASS 
150

109-3/8
(2778)

94-5/8
(2403)

6-3/8
(162)

18
(457)

12
(305)

14T
2400-5000
(545-1135)

14” CLASS 
150

CONSULT FACTORY

16T
3300-6800
(749-1544)

16” CLASS 
150

18T
4000-8200
(908-1861)

18” CLASS 
150

20T
6100-12000
(1385-2724)

20” CLASS 
150

(Consult Factory)

*3T” Has the additional mounting 
options of Foot Mount (FM) or 
Back Mount (BM)

A

B

3” Separator LayoutC

D
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MODEL 3T-20T FLG

- -T GLF -

CS
(Carbon Steel )

(Std.)

SS
(Stainless Steel )

(Optional)

Body Type Line Size Body Style Material Pressure

-

3" = 3T
4" = 4T
5" = 5T
6" = 6T
8" = 8T

10" = 10T
12" = 12T
14" = 14T
16" = 16T
18" = 18T
20" = 20T

FLG
(Welded Dome Flanged )

BLANK

304
(Carbon Steel )

(304 Stainless Steel )
(Optional)

BLANK

300

(150 PSI)
(Std.)

(300 PSI)
(Optional)

316
(316 Stainless Steel )

(Optional)

To determine pressure loss requirements - enter the chart below left at the “!ow rate” desired, move vertically to the separator “size line”, 
move to the left to the “pressure loss” line. To determine ef#ciencies - enter the chart below left at the “!ow rate” desired, move vertically 
to the separator “size line”, move horizontally to the chart below right and intersect the Speci#c Gravity/ef#ciency line.
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MODEL 3T-20T GE
General Specs:
1. Pressure @ Deg.F: 150PSI @ 250 Deg.F
2. Inlet/Outlet Connection: Grooved
3. Exterior Finish: Blue Fusecoat Polyester
4. Std. Material: Carbon Steel
5. Warranty: 5 Years
6. Max. Particle Size: 1/2” (12.7 mm)

SHIPPING WEIGHT

3T 4T 5T 6T

Lbs. 110 250 270 335

Kg. 50 113 122 152

8T 10T 12T 14T

Lbs. 500 760 1070 1215

Kg. 227 345 485 551

16T 18T 20T

Lbs. 1500 1710 2200

Kg. 680 776 998

OPTIONS: (See Reverse Side for Model Con•guration Matrix)
• Stainless Steel    • Non-Std. Press. Requirments     • Low Pro#le

C
D

B

A

Outlet
Utility Port

Inlet

Cleanout
Door

Aux. Purge

Purge
E

Air Vent
Port

Gauge
Port

(Consult Factory)

*3T” Has the additional mounting 
options of Foot Mount (FM) or 
Back Mount (BM)

A

B

3” Separator LayoutC

D

SIZE
FLOW 

RANGE
GPM (m³/hr)

INLET/
OUTLET

DIMENSIONS Inches/(mm)

PURGE
AUX.

PURGE

CLEANOUT 
DOOR

Inches (mm)

UTILITY  
PORT

GAUGE
PORT

AIR
VENT 
PORTA B C D E

3T
115-270
(26-61)

3” Grooved
35-3/8
(899)

26-1/4
(667)

2-1/4
(57)

10-1/2
(267)

N/A 1” FNPT

3/4” 
FNPT

3x4
(76x102)

3/4” 
FNPT

1/4” 
FNPT

1/4” 
FNPT

4T
190-450
(43-102)

4” Grooved
52-1/8
(1324)

42-3/4
(1086)

2-7/8
(73)

11
(279)

10
(254)

1-1/2” 
FNPT 4x6

(102x152)

5T
310-710
(70-161)

5” Grooved
59-1/2 
(1511)

49
(1245)

3-5/16
(84)

12
(305)

6T
440-1200
(100-272)

6” Grooved
65-1/2
(1664)

54-3/4
(1391)

3-7/16
(87)

13
(330)

8T
790-1800
(179-408)

8” Grooved
79-1/2
(2019)

67-1/8
(1705)

4-7/16
(113)

15
(381)

2” FNPT
1/2” 

FNPT
10T

1250-2800
(284-636)

10” 
Grooved

93-1/2
(2375)

80-1/8
(2035)

5-3/8
(137)

17
(432) 1” 

FNPT
6x8

(152x203)
12T

1750-3900
(397-885)

12” 
Grooved

109-3/8
(2778)

94-5/8
(2403)

6-3/8
(162)

18
(457)

12
(305)

14T
2400-5000
(545-1135)

14” 
Grooved

CONSULT FACTORY

16T
3300-6800
(749-1544)

16” 
Grooved

18T
4000-8200
(908-1861)

18” 
Grooved

20T
6100-12000
(1385-2724)

20” 
Grooved
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MODEL 3T-20T GE

To determine pressure loss requirements - enter the chart below left at the “!ow rate” desired, move vertically to the separator “size line”, 
move to the left to the “pressure loss” line. To determine ef#ciencies - enter the chart below left at the “!ow rate” desired, move vertically 
to the separator “size line”, move horizontally to the chart below right and intersect the Speci#c Gravity/ef#ciency line.

- -T EG -

CS
(Carbon Steel )

(Std.)

SS
(Stainless Steel )

(Optional )

Body Type Line Size Body Style Material Pressure

-

3“ = 3T
4" = 4T
5" = 5T
6" = 6T
8" = 8T

10" = 10T
12" = 12T
14" = 14T
16" = 16T
18" = 18T
20" = 20T

GE
(Welded Dome,
Grooved Ends)

BLANK

304
(Carbon Steel )

(304 Stainless Steel )
(Optional )

BLANK

300

(150 PSI)
(Std.)

(300 PSI)
(Optional )

316
(316 Stainless Steel )

(Optional )
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SIZE
FLOW RANGE

GPM (m³/hr)
INLET/

OUTLET

DIMENSIONS Inches/(mm)
PURGE 

CLEANOUT 
PORTA B C D

1T
14-29
(3-7)

1” MNPT
27

(686)
21

(533)
1-9/16
(40)

3-3/4
(95)

1” FNPT 1-1/2” FNPT

MODEL 1T THA

SHIPPING 
WEIGHT

1T

Lbs. 25

Kg. 11

General Specs:
1. Pressure @ Deg.F: 150PSI @ 250 Deg.F
2. Inlet/Outlet Connection: Threaded
3. Exterior Finish: Blue Fusecoat Polyester
4. Std. Material: Carbon Steel
5. Warranty: 5 Years
6. Max. Particle Size: 1/2” (12.7 mm)
7. ASME Certi#ed, Section VIII Div. 1

CD

B

A

Outlet

Inlet

Purge

ASME
Nameplate

Cleanout Port

OPTIONS: (See Reverse Side for Model Con•guration Matrix)
• Stainless Steel      • Non-Std. Press. Requirments     • Flanged or Grooved Ends Available (Consult Factory)
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MODEL 1T THA

To determine pressure loss requirements - enter the chart below left at the “!ow rate” desired, move vertically to the separator “size line”, 
move to the left to the “pressure loss” line. To determine ef#ciencies - enter the chart below left at the “!ow rate” desired, move vertically 
to the separator “size line”, move horizontally to the chart below right and intersect the Speci#c Gravity/ef#ciency line.

- -T AHT -

CS
(Carbon Steel)

(Std.)

SS
(Stainless Steel)

(Optional)

Body Type Line Size Body Style Material Pressure

-

1" = 1T

THA
(Welded Dome, ASME Threaded)

BLANK

304
(Carbon Steel)

(304 Stainless Steel)
(Optional)

BLANK

300

(150 PSI)
(Std.)

(300 PSI)
(Optional )

316
(316 Stainless Steel)

(Optional)

1

10.2
10.4
10.5
10.6

9.9
9.5
8.9
8.2

7.4

6.5

5.5

5

Fl
uid

 V
elo

cit
y

(ft
/se

c)

Pr
es

su
re

 L
os

s
(p

si)

3.5
3.02.5

3

15

Flow Rate (m  /hr)

9
10

7
6

8

10

4

3

Flow Rate (U.S. gpm )

5

8.06.04.5
9.07.05.04.0

4020 30

100

70
80
90

60

50

30

Pr
es

su
re

 L
os

s
(k

Pa
)

40

1T

SEPARATION EFFICIENCY, %

20

P
A

R
T

IC
LE

  S
IZ

E
, M

IC
R

O
N

CURVE #1 - SOLIDS SP. GR.: 1.7-2.2
CURVE #2 - SOLIDS SP. GR.: 2.2-2.6
CURVE #3 - SOLIDS SP. GR.: 2.6-3.5
CURVE #4 - SOLIDS SP. GR.: 3.5-5.0

30 40 50 60 65 70 75 80 84 88
82 86 90 92

91 93
94 96

95
98

97 99 40

50

60

70

80

90

100

110

120

130

140
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2
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MODEL 1.2T-3T THA

SHIPPING WEIGHT

1.2T 1.5T 2T 2.5T 3T

Lbs. 41 41 94 94 110

Kg. 19 19 43 43 50

C

D

B

A

Outlet

Inlet

Air Vent
Port

Purge

SIZE
FLOW RANGE

GPM (m³/hr)
INLET/

OUTLET

DIMENSIONS Inches/(mm)
PURGE 

AUX. 
PURGE

CLEANOUT 
PORT/DOOR

GAUGE 
PORT

AIR VENT 
PORTA B C D

1.2T
24-54
(5-12)

1-1/4” 
MNPT

22-1/4
(565)

15-11/16
(398)

1-7/16
(37)

3-3/4
(95)

1” FNPT

N/A

1-1/2” FNPT

N/A

N/A

1.5T
31-71
(7-16)

1-1/2” 
MNPT

25-3/8
(645)

18-3/8
(467)

1-13/16
(46)

4-1/8
(105)

2” FNPT2T
56-120
(13-27)

2” MNPT
28-7/8
(733)

21-3/16
(538)

2-1/8
(54)

4-3/4
(121)

1/4” FNPT2.5T
76-170
(17-39)

2-1/2” 
MNPT

29-7/8
(759)

21-1/2
(546)

1-7/8
(47)

5-1/4
(133)

3T
115-270
(26-61)

3” MNPT
37-7/16
(951)

26-11/16
(678)

2-9/16
(65)

6-1/2
(165)

3/4” 
FNPT

3x4
(76x102)

1/4” 
FNPT

General Specs:
1. Pressure @ Deg.F: 150PSI @ 250 Deg.F
2. Inlet/Outlet Connection: Threaded
3. Exterior Finish: Blue Fusecoat Polyester
4. Std. Material: Carbon Steel
5. Warranty: 5 Years
6. Max. Particle Size: 1/2” (12.7 mm)
7. ASME Certi#ed, Section VIII Div. 1

ASME Nameplate
Gauge

Port

Aux. Purge

Cleanout Port

OPTIONS: (See Reverse Side for Model Con•guration Matrix)
• Stainless Steel     • Non-Std. Press. Requirments    • Flanged or Grooved Ends Available (Consult Factory)
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MODEL 1.2T-3T THA

- -T AHT -

CS
(Carbon Steel )

(Std.)

SS
(Stainless Steel )

(Optional )

Body Type Line Size Body Style Material

Leave Blank,
Fractions Only

Pressure

-

1-1/4"  = 1.2T
1-1/2"  = 1.5T

2" = 2T
2-1/2" = 2.5T

3" = 3T
THA

(Welded Dome, ASME Threaded )

BLANK

304
(Carbon Steel )

(304 Stainless Steel )
(Optional )

BLANK

300

(150 PSI)
(Std.)

(300 PSI)
(Optional )

316
(316 Stainless Steel )

(Optional )

To determine pressure loss requirements - enter the chart below left at the “!ow rate” desired, move vertically to the separator “size line”, 
move to the left to the “pressure loss” line. To determine ef#ciencies - enter the chart below left at the “!ow rate” desired, move vertically 
to the separator “size line”, move horizontally to the chart below right and intersect the Speci#c Gravity/ef#ciency line.

SEPARATION EFFICIENCY, %

20

P
A

R
T

IC
LE

  S
IZ

E
, M

IC
R

O
N

10.2
10.4
10.5
10.6

9.9
9.5
8.9
8.2

7.4

6.5

5.5

5

Fl
uid

 V
elo

cit
y (

ft/
se

c)

CURVE #1 - SOLIDS SP. GR.: 1.7-2.2
CURVE #2 - SOLIDS SP. GR.: 2.2-2.6
CURVE #3 - SOLIDS SP. GR.: 2.6-3.5
CURVE #4 - SOLIDS SP. GR.: 3.5-5.0

Pr
es

su
re

 L
os

s (
ps

i)

100

3

15

Flow Rate (m  /hr)

9
10

7
6

8

4

3

Flow Rate (U.S. gpm )

5

2015

8070
90

108.06.0
9.07.05.0

504020 30 60

4535
403025
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100

70
80
90

60

50

30
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s (
kP

a)

40

1.2T 1.5T 2T 2.5T

30 40 50 60 65 70 75 80 84 88
82 86 90 92

91 93
94 96

95
98

97 99 40
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60

70

80

90

100

110

120

130

140
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1

3T

50

300
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MODEL 3T-20T FLA

SHIPPING WEIGHT

3T 4T 5T 6T

Lbs. 122 280 300 375

Kg. 55 127 136 170

8T 10T 12T 14T

Lbs. 560 850 1200 1385

Kg. 254 386 544 628

16T 18T 20T

Lbs. 1720 2350 3100

Kg. 780 1066 1406
OPTIONS: (See Reverse Side for Model Con•guration Matrix)
• Stainless Steel      • Non-Std. Press. Requirments   • Low Pro#le

C

D

B

A

Outlet

Utility Port

InletASME
Nameplate

Cleanout
Door

Aux. 
Purge

PurgeE

General Specs:
1. Pressure @ Deg.F: 150PSI @ 250 Deg.F
2. Inlet/Outlet Connection: Flanged
3. Exterior Finish: Blue Fusecoat Polyester
4. Std. Material: Carbon Steel
5. Warranty: 5 Years
6. Max. Particle Size: 1/2” (12.7 mm)
7. ASME Certi#ed, Section VIII Div. 1Air Vent

Port

Gauge
Port

SIZE
FLOW 

RANGE
GPM (m³/hr)

INLET/
OUTLET

DIMENSIONS Inches/(mm)

PURGE
AUX.

PURGE

CLEANOUT 
DOOR

Inches (mm)

UTILITY  
PORT

GAUGE
PORT

AIR
VENT 
PORTA B C D E

3T
115-270
(26-61)

3” CLASS 
150

35-3/8
(899)

26-1/4
(667)

2-1/4
(57)

10-1/2
(267)

N/A 1” FNPT

3/4” 
FNPT

3x4
(76x102)

3/4” 
FNPT

1/4” 
FNPT

1/4” 
FNPT

4T
190-450
(43-102)

4” CLASS 
150

52-1/8
(1324)

42-3/4
(1086)

2-7/8
(73)

11
(279)

10
(254)

1-1/2” 
FNPT 4x6

(102x152)

5T
310-710
(70-161)

5” CLASS 
150

59-1/2 
(1511)

49
(1245)

3-5/16
(84)

12
(305)

6T
440-1200
(100-272)

6” CLASS 
150

65-1/2
(1664)

54-3/4
(1391)

3-7/16
(87)

13
(330)

8T
790-1800
(179-408)

8” CLASS 
150

79-1/2
(2019)

67-1/8
(1705)

4-7/16
(113)

15
(381)

2” FNPT
1/2” 

FNPT
10T

1250-2800
(284-636)

10” CLASS 
150

99-3/4
(2534)

80-1/8
(2035)

5-3/8
(137)

17
(432) 1” 

FNPT
6x8

(152x203)
12T

1750-3900
(397-885)

12” CLASS 
150

116-5/8
(2962)

94-5/8
(2403)

6-3/8
(162)

18
(457)

12
(305)

14T
2400-5000
(545-1135)

14” CLASS 
150

CONSULT FACTORY

16T
3300-6800
(749-1544)

16” CLASS 
150

18T
4000-8200
(908-1861)

18” CLASS 
150

20T
6100-12000
(1385-2724)

20” CLASS 
150

“3T” Has the additional mounting 
options of Foot Mount (FM) or 
Back Mount (BM)

A

B

3” Separator LayoutC

D

(Consult Factory)

3”-8” HAVE FLAT TOP LIKE FLG
10” UP HAVE DOMED TOP AS SHOWN
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MODEL 3T-20T FLA

- -T ALF -

CS
(Carbon Steel )

(Std.)

SS
(Stainless Steel )

(Optional )

Body Type Line Size Body Style Material Pressure

-

3" = 3T
4" = 4T
5" = 5T
6" = 6T
8" = 8T

10" = 10T
12" = 12T
14" = 14T
16" = 16T
18" = 18T
20" = 20T

FLA
(Welded Dome, ASME Flanged )

BLANK

304
(Carbon Steel )

(304 Stainless Steel )
(Optional )

BLANK

300

(150 PSI)
(Std.)

(300 PSI)
(Optional )

316
(316 Stainless Steel )

(Optional )

To determine pressure loss requirements - enter the chart below left at the “!ow rate” desired, move vertically to the separator “size line”, 
move to the left to the “pressure loss” line. To determine ef#ciencies - enter the chart below left at the “!ow rate” desired, move vertically 
to the separator “size line”, move horizontally to the chart below right and intersect the Speci#c Gravity/ef#ciency line.

3 4

2
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150100
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10,00080006000
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4T 5T 6T 8T 10T 12T 14T 16T 18T 20T

CURVE #1 - SOLIDS SP. GR.: 1.7-2.2
CURVE #2 - SOLIDS SP. GR.: 2.2-2.6
CURVE #3 - SOLIDS SP. GR.: 2.6-3.5
CURVE #4 - SOLIDS SP. GR.: 3.5-5.0
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9
10

7
6

8

4

3

Flow Rate (U.S. gpm )
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